


Opensis workstations and computer room furnitures utilize open frame
architecture with symmetrical, welded steel framework to provide effective
workplace management. 
This frame work, coupled with a modular design concept, permits maximum
flexibility in workplace configuration, as well as the capacity to provide secure
and enclosed environments. Additionally, Opensis allows a full compliment of
user-specific, accessory solutions such as storage compartments, task lights and
keyboard trays.



•Workstation widths of 550mm., 1100mm., 1650mm..
•Symmetrically welded steel framework 
•Integrated enclosures
•Steel to steel connections
•Laminated desktop, sheet steel shelves Tapped holes, on screw size
•One tool for assembly
•Vertical adjustability in 1” increments 
•Front access to cable management 
•Shelf weight capacities up to 300kg.



•Flexible, customized workspace 
configurations. 

•Easy to assemble and re-configure 

•Adapts easily to changing workplace 
requirements

•Durable construction built for longevity

•Easy to configure and order

•Delivery from stock



ISO 9001:2000
TSE:EN 61587-1 Mechanical Structures For Electronic
Equipment - Tests For IEC 60917 And IEC 60297
•Climatic and Environment: EN 61587-1/4.2, IEC60068-2-1,
IEC60068-2-2, IEC60068-2-30.
•Static Mechanical Load Lifting: EN61587-1/5.2.1
•Static Mechanical Load Stiffness: EN61587-1/5.2.2
•Dynamic Mechanical Load Vibration and Shock, Impact:

EN61587-1/5.3.1, EN61587-1/5.3.3, IEC60068-2-6, 
IEC60068-2-27.
•Earth Bond: EN61587-1/6.2
•Flammability: EN61587-1/6.3
•Degrees Of Protection Provided By Enclosures (Ip Code):
IP20 or IP55, EN61587-1/6.4
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